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THE CONTRACTOR SHALL EXAMINE THE CONDITION OF THE
PROJECT AREA AND PRIOR TO COMMENCEMENT OF WORK.
REPORT ALL DISCREPANCIES TO THE ARCHITECT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR AND OBTAIN ALL
PERMITS, LICENSE, AND PAY ALL REQUIRED FEES.

DIMENSIONS SHOWN ON PLANS ARE TO FACE OF EXTERIOR
MASONRY, CONCRETE COLUMN OR GRID LINES AND FACES OF
GYPSUM BOARD, UNLESS OTHERWISE NOTED OR DETAILED.

CEILING HEIGHTS ON FINISH SCHEDULE ARE FROM FINISH CEILING

CONTRACTOR SHALL IN THE WORK OF ALL TRADES, PERFORM
ANY AND ALL CUTTING, PATCHING, REPAIRING, RESTORING AND
THE LIKE NECESSARY TO COMPLETE THE WORK AND TO
RESTORE ANY DAMAGED OR AFFECTED SURFACES RESULTING
FROM THE WORK OF THIS CONTRACT TO THEIR ORIGINAL
CONDITION AND TO THE SATISFACTION OF THE ARCHITECT AND
THE OWNER.

PROVIDE BLOCKING BEHIND ALL FIXTURES, CLOSET SHELVES,
POLES ETC., WHERE INDICATED OR REQUIRED.

EXTEND SOFFIT FRAMING TO STRUCTURE ABOVE, DIAGONALLY
BRACE AS REQUIRED.

PROVIDE METAL BULLNOSE CORNER BEAD AT ALL OUTSIDE
CORNERS OF PLASTERED OR DRYWALLED SURFACES; UNLESS
OTHERWISE NOTED.

ALL FOOTINGS SHALL BE FOUNDED IN UNDISTURBED NATURAL
SOIL PER CODE.

ALL EXTERIOR WALL OPENINGS, WINDOWS, DOORS, VENTS
FLASHING, COPING AND EXPANSION JOINTS SHALL BE
WEATHERPROOF.

IN THE EVENT EXCAVATIONS REVEAL UNFAVORABLE
CONDITIONS, THE SERVICES OF A SOILS ENGINEER AND/OR
GEOLOGIST MAY BE REQUIRED.

PROVIDE STIFFENERS, BRACING, BACK UP PLATE, ETC., AS
REQUIRED AT STUD WALLS FOR SUPPORT OF TOILET ROOM
FIXTURES OR OTHER EQUIPMENT.

PRIOR TO ISSUANCE OF A BUILDING PERMIT, THE APPLICANT
SHALL HAVE EVIDENCE OF CURRENT WORKMAN'S
COMPENSATION INSURANCE COVERAGE ON FILE WITH THE
DEPARTMENT IN COMPLIANCE WITH THE LOCAL LABOR CODE.

NO TRENCHES EXCAVATIONS OR MORE DEPTH INTO WHICH A
PERSON IS REQUIRED TO DESCEND OR OBTAIN NECESSARY
PERMISSION FROM THE STATE OF CALIFORNIA, DIVISION OF
INDUSTRIAL SAFETY PRIOR TO THE ISSUANCE OF A BUILDING OR
GRADING PERMIT.

ALL DOORS MUST OPEN OVER A LANDING NOT MORE THAN 1/2"
BELOW THE THRESHOLD.

PROVIDE 70" HIGH NON-ABSORVENT WALL ADJACENT TO SHOWER|
AND APPROVED SHATTER-RESISTANT MATERIALS FOR SHOWER
ENCLOSURE.

FIRE CLASS A ROOF IS REQUIRED.

WHERE FACTORY FINISHED ON FACTORY PRIMED ITEMS OCCUR
SUCH AS GRILLES, DIFFUSERS, METAL TRIM AND ACCESSORIES,
ETC., THEY SHALL BE PAINTED TO MATCH THE ADJACENT
SURFACE AND OR AS DIRECTED BY THE ARCHITECT.

ALL MATERIALS AND FINISHES INDICATED ON PLANS SHALL BE
NEW AND UNUSED.

CONTRACTOR SHALL COORDINATE WORK PERFORMED BY OTHER
SUB CONTRACTORS, DISCREPANCIES, IF ANY, SHOULD BE
BROUGHT TO THE ATTENTION OD THE ARCHITECT FOR
RESOLUTION BEFORE PROCEEDING WITH THE WORK.

SHOULD THE DRAWING DISCREPANCIES IN THEMSELVES OR WITH
THE SPECIFICATIONS OR SHOULD THE SPECIFICATIONS
DISAGREE IN THEMSELVES, THE BETTER QUALITY AND/OR
GREATER QUANTITY OF WORK AND/OR MATERIAL SHALL BE
ESTIMATED UPON, AND UNLESS OTHERWISE ORDERED IN
WRITING, SHALL BE FURNISHED AND INSTALLED.

IF ANY ERROR OR OMISSIONS OCCUR IN THE CONTRACT
DOCUMENTS, CONTRACTOR SHALL NOTIFY THE ARCHITECT IN
WRITING OF SUCH ERROR OR OMISSION. IF CONTRACTOR FAILS
TO GIVE SUCH NOTICE, HE WILL BE HELD RESPONSIBLE FOR
RESULTS OF SUCH ERRORS AND OMISSIONS AND FOR THE COST
OF RECTIFYING SAME.

KEEP ALL PIPING AS CLOSE TO WALLS AND AS HIGH TO
UNDERSIDE OF FLOOR ROOF FRAMING AS POSSIBLE.

DO NOT SCALE DRAWINGS.

CONTRACTOR SHALL PROVIDE AND LOCATE ACCESS PANELS AS
REQUIRED AFTER INSTALLATION OF MECHANICAL DUCTS,
PLUMBING AND ELECTRICAL WORK. COORDINATE WITH
ARCHITECT.

ALL MILL WORK, ARCHITECTURAL WOODWORK, WOOD DOORS,
MODULAR AND CUSTOM CASEWORK SHALL BE MANUFACTURED IN
ACCORDANCE WITH THE STANDARD ESTABLISHED IN THE LATEST
EDITION OF THE MANUAL OF MILLWORK OF THE WOODWORK
INSTITUTE OF CALIFORNIA IN THE GRADE OR GRADES SPECIFIED
THEREIN OR AS SHOWN ON THE DRAWINGS.

THE CONSTRUCTION SHALL NOT RESTICT A FIVE FOOT CLEAR
AND UNOBSTRUCTED ACCESS TO ANY WATER OR POWER
DISTRIBUTION FACILITIES (POWER POLES, PULL-BOXES,
TRANSFORMERS, VAULTS, PUMPS, VALVES, METERS,
APPURTENANCES, ETC.) OR TO THE LOCATION OF THE HOOK-UP.
THE CONSTRUCTION SHALL NOT BE WITHIN TEN FEET OF ANY
POWER LINES - WHETHER OR NOT THE LINES ARE LOCATED ON
THE PROPERTY. FAILURE TO COMPLY MAY CAUSE
CONSTRUCTION DELAYS AND/ OR ADDITIONAL EXPENSES.

FOOTINGS SHALL BE SET BACK FROM THE DESCENDING SLOPE
SURFACE EXCEEDING 3 HORIZONTAL TO 1 VERTICAL AS PER
SECTION 91.1806.5.3.

ALL CONCENTRATED DRAINAGE, INCLUDING ROOF WATER, SHALL
BE CONDUCTED, VIA GRAVITY, TO THE STREET OR AN APPROVED
LOCATION AT A 2% MINIMUM.

PROVIDE RESIDENTIAL FIRE SPRINKLER SYSTEM. SPRINKLER
CONTRACTOR TO PROVIDE SPRINKLER SHOP DRAWINGS AND
PERMIT. SUBMIT SHOP DRAWINGS TO ARCHITECT FOR APPROVAL
PRIOR TO FABRICATION AND INSTALLATION.

SECURITY REQUIREMENTS

1. EXTERIOR DOORS, DOORS BETWEEN HOUSE AND GARAGE,
WINDOWS AND THEIR HARDWARE SHALL CONFORM TO THE
SECURITY PROVISIONS OF CHAPTER 67 OF THE COUNTY OF LOS
ANGELES BUILDING CODE:

A. SINGLE SWINGING DOORS, ACTIVE LEAF OR A PAIR OF
DOORS, AND THE BOTTOM LEAF OF DUTCH DOORS SHALL BE
EQUIPPED WITH A LATCH AND A DEADBOLT KEY OPERATED
FROM THE OUTSIDE. DEADBOLTS SHALL HAVE A

HARDENED INSERT WITH MINIMUM 1-IN. THROW AND

5/8-IN. EMBEDMENT INTO THE JAMB. IF A LATCH HAS A
KEY-LOCKING FEATURE, IT SHALL BE A DEAD LATCH TYPE.
(6709.2)

B. INACTIVE LEAF OF A PAIR OF DOORS OR UPPER LEAF OF
DUTCH DOORS SHALL HAVE A DEADBOLT AS PER THE
PARAGRAPH “A” NOT A KEY OPERATED, OR HARDENED
DEADBOLT AT TOP AND BOTTOM WITH 1/2-IN.

EMBEDMENT. (6709.3)

C. SWINGING WOOD DOOR(S) SHALL BE SOLID CORE NOT LESS
THAN 1-3/8-IN. THICK. (6709.1.1)

D. PANELS OF WOOD DOORS SHALL BE 1-3/8-IN. THICK AND
NOT MORE THAN 300 SQ. INCHES. STILES AND RAILS TO

BE 1-3/8-IN. THICK AND 3-IN. MINIMUM WIDTH.(6709.1.2)

E. DOOR HINGE PINS ACCESSIBLE FROM THE OUTSIDE SHALL
BE NON-REMOVABLE. (6709.5)

F. DOORSTOPS OF WOOD JAMBS OF IN-SWINGING DOORS
SHALL BE ONE-PIECE CONSTRUCTION OR JOINED BY A
RABBET. (6709.4)

G. GLAZING WITHIN 40-IN. OF THE LOCKING DEVICE OF THE
DOOR SHALL BE FULLY TEMPERED/APPROVED. (6714)

H. OVERHEAD AND SLIDING GARAGE DOORS SHALL BE
SECURED WITH A CYLINDER LOCK, A PADLOCK WITH A
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HARDENED STEEL SHACKLE, OR EQUIVALENT WHEN NOT N 0 T E
OTHERWISE LOCKED BY ELECTRIC POWER OPERATION.
JAMB LOCKS SHALL BE ON BOTH JAMBS FOR DOORS b :%}Z‘%;E;@EE::EESWYNEQsm% &ﬁ“g:gwgﬁci%mgg
EXCEEDING 9-FT.IN WIDTH. (6711) R OIS S AL NOT B USED By THE OWNER ON OTAER
1. SLIDING GLASS DOORS AND SLIDING GLASS WINDOWS SHALL EESHER IR, SN 9] BsUSRO BT B GINER, SO e
BE CAPABLE OF WITHSTANDING THE TESTS SET FORTH IN L) Ry
SECTION 6706 AND 6707 AND SHALL BEAR FORCEDENTRY- BT T EATOANC G SIS A TSNS, M
RESISTANT LABELS. (6710, 6715)
CONSTRUCTION REQUIREMENTS SUBMITTALS DATE DESCRIPTION
1. NOTCHING OF EXTERIOR AND BEARING/NONBEARING WALLS SHALL PLANNING:  11/24/2021 PLANNNING REVIEW
NOT EXCEED 25% / 40% RESPECTIVELY. BORED HOLES IN BLD'G. DEPT.:
BEARING/NONBEARING WALLS SHALL NOT EXCEED 40% / 60% g
RESPECTIVELY. (2308.9.10, 2308.9.11) :
2. PROVIDE FIRE BLOCKING IN CONCEALED SPACES OF STUD VICINITY MAP PROJECT SCOPE EXIT ANALYSIS PROJECT INDEX
WALLS, PARTITIONS, INCLUDING FURRED SPACES, AT THE CEILING v RELERSES.
AND FLOOR LEVEL, AND AT 10-FT. INTERVALS BOTH VERTICAL AND - NEW CONSTRUCTION OF A TYPE V-B 7,400 S.F. HIGH-END APPLIANCE ARCHITECTURAL :
HORIZONTAL. (717.2) e The Spit shel SHOWROOM BUILDING WITH SECOND FLOOR. STRUCTURE WILL CONTAIN OCCUPANT CALCULATION: NO. DATE DESCRIPTION
3. DUCTS INSTALLED UNDER A FLOOR IN A CRAWL SPACE SHALL NOT (] Q STORAGE ROOM, RESTROOMS, EMPLOYEE LOUNGE ROOM. MEZZANINE BUILDING DESCRIPTION GROSS [OCCUPANT LOAD[OCCUPANT 1. A00 COVER SHEET O
PREVENT ACCESS TO AN AREA OF CRAWL SPACE. WHERE IT IS g ABOVE WILL HOUSE MEETING ROOM AND 3 OFFICES. SF. FACTOR LOAD 2 A010 DEMO SITE PLAN
REQUIRED TO MOVE UNDER DUCTS FOR ACCESS TO AREAS OF THE : GROUND FLOOR 5750 60 96 O
CRAWL SPACE, A VERTICAL CLEARANGE OF 18" MIN. SHALL BE e NSanFemandoBhd  ys,| ON GRADE PARKING LOCATED AT THE NORTH-EAST SIDE OF THE 3. A0 SITE PLAN e}
PROVIDED. e bbb | PROPERTY. PARKING LOT TO PROVIDE 1-ADA & 1 VAN ACCESSIBLE STALL, 1 2ND FLOOR 1650 60 28 4 A4 TRASH ENCLOSURE & SITE DETAILS
4. WHERE FLASHING IS METAL, THE METAL SHALL BE CORROSION EV PARKING STALL AND 21 STANDARD PARKING STALLS. TOTAL= 124 : :
RESISTANT WITH A THICKNESS OF NOT LESS THAN .019 INCH (NO. 26 0 (- RSP 5. A20 FIRST FLOOR & MEZZ PLANS y
GALVANIZED SHEET) P ""p' I Vista ) 2 EXITS/ENTRANCES REQUIRED= 3 PROVIDED A-2.1 RCP PLAN: ARCH/CONSULTANT:
5. NOTE ON THE PLANS: “ROOF DIAPHRAGM NAILING TO BE il PROJECT DIRECTORY EXIT ANALYSIS & : C N
INSPECTED BEFORE COVERING. FACE GRAIN OF PLYWOOD EXIT WIDTH REQUIRED: 7. A30 ROOF PLAN
SHALL BE PERPENDICULAR TO SUPPORTS.” 124 OCCUPANTS x .20 = 25
ABSOLUTE APPLIANCES > 8. A40 EXTERIOR ELEVATION
6. SUBFLOORS SHALL HAVE END-MATCHED LUMBER, HAVE BLOCKED OWNER: BTN LA BRER 25 INCHES /12 = 2.06 LINEAR FEET OF EXIT WIDTH REQUIRED
PANEL EDGES, OR OCCUR OVER SUPPORT. FLOOR SHEATHING SHALL D05 ANGELES, CA 90036 EXIT WIDTH PROVIDED: 9. A4d EXTERIOR ELEVATION
COMPLY WITH SECTION R503 IO STEVE GARFINKEL 6-0" (ENTRY) + 60" (SIDE) + 40" (REAR SIDE EXIT) = 160" L.T. PROVIDED | 10 a.5.0 BUILDING SECTIONS
G -
%, - e (323) 350-0680 1. A6.0 ENLARGED RESTROOM PLAN & STAIR DET.
GLAZING REQUIREMENTS 2 Broadway way ARCHITECT: LR/ ARCHITECTURE
Toq 217 W ALAMEDA, SUITE 203 12. A7.00 DOOR AND WINDOW SCHEDULE
THE FOLLOWING SHALL BE CONSIDERE%SPECISFI(C: HgZARDOUS % BURBANK, CA 91502 13, ATO2 DOOR DETAILS
LOCATIONS REQUIRING SAFETY GLAZING PER SECTION R308: (818) 840-8361
A. GLAZING IN FIXED AND OPERABLE PANELS OF SWINGING, SLIDING, (618) 840-8341 FAX PLUMBING FIXTURE CALCULATIONS 14, AT.03 WINDOW DETAILS
AND BIFOLD DOORS.
: 15. AT, WINDOW FLASHING DETAIL
B. GLAZING IN FIXED OR OPERABLE PANELS ADJACENT TO A DOOR STRUCTURAL: ?&‘Q"j\‘ L'Si’fssicéCR'QEBSLVD SUITE 101 PLUMBING FIXTURE CALCULATION: 5 04 SHING S
WHERE THE NEAREST VERTICAL EDGE OF THE GLAZING IS WITHINA  [%., . g GROSS T OCCUPANT TOCCUPANT 16. A-7.05 WALL SECTIONS ASSEMBLY DET
24-INCH ARC OF EITHER VERTICAL EDGE OF THE DOOR INA CLOSED | ROSEMEAD, CA 91770 BUILDING DESCRIPTION
TEL: 626-288-1216 SF. |[LOADFACTOR| LOAD 17. AT.06 FLOOR-CEILING ASSEMBLY DET
POSITION AND WHERE THE BOTTOM EXPOSED EDGE OF THE 5 FAX. 626.288-5078 GROUND FLOOR 5750 200 2675 PROJECT
GLAZING IS LESS THAN 60 INHES ABOVE THE WALKING SURFACE. : - 18. A-7-08 EXTERIOR DETAILS NEW COMMERCIAL BLDG
C. WINDOW GLAZING IN AN INDIVIDUAL FIXED OR OPERABLE PANEL, — MEP: YF ENGINEERING, INC 2ND FLOOR 1650 200 825 19, ATAO ROOF DETALLS .
THAT MEETS ALL OF THE FOLLOWING CONDITIONS: 2205 CRENSHAW BLVD. SUITE #101 = s 1719 SAN FERNANDO BLVD
1. THE EXPOSED AREA OF AN INDIVIDUAL PANE IS LARGER THAN 9 LOS ANGELES, CA 90016 PLUMBING FIXTURES REQUIRED: TOTAL =37 20. A-711 ROOF DETAILS
CONTACT: JOSEPH YANG 37 OCCUPANTS / 2 = 18 MEN OCCUPANTS AND 19 WOMEN OCCUPANTS 2. ATA3 ACCESSIBILITY DETALLS BURBANK, CA 91504
) AT )
2. THE BOTTOM EDGE IS LESS THAN 18 INCHES ABOVE THE FLOOR. TEL: (323) 989-3431 CENDER: FIXTURES REQUIRED: FIXTURES PROVIDED:
3. THE TOP EDGE IS MORE THAN 36 INCHES ABOVE THE FLOOR. s P cvIL: ITF & ASSOCIATES, ING : : : 22. AT.14 ACCESSIBILITY DETAILS
4. ONE OR MORE WALKING SURFACES ARE WITHIN 36 INCHES, %, 11278 LOS ALAMITOS BLVD. #354 MALE: 1 FIXTURE /100 OCC. 1 UNISEX FIXTURE 23. A95 GENERAL NOTES
MEASURED HORIZONTALLY AND IN A STRAIGHT LINE, OF THE QN LOS ALAMITOS, CA 90720 FEMALE: 1 FIXTURE / 100 OCC. 1 UNISEX FIXTURE - -
GLAZING Godute CONTACT: YEFIM "JEFF" TSALYUK 24. A96 GENERAL NOTES
EXPOSED EDGE IS LESS THAN 26 INGHES ABOVE THE PLANE OF THE TEL: (800) 197:0453 DRINKING FOUNTAS: 2. AOT  SPECIICATIONS ABSOLUTE APPLIANCES
ADJACENT WALKING SURFACE OF STAIRWAYS, LANDINGS BETWEEN GEOTECH: ?AESEEN’\X/':;%E a’;%'é“EER'NGv INC PER B (BUSINESS) OCCUPANCY 1:1-50 26. A-9.8 SPECIFICATIONS 617 N. LA BREA
FLIGHTS OF STAIRS, AND RAMPS, UNLESS THE GLAZING IS MORE DRINKING FOUNTAINS REQUIRED: 1 )
THAN 36 INCHES MEASURED HORIZONTALLY FROM THE WALKING “A%QHEMEAA;"Z"QS’;VE- STEB DRINKING FOUNTAINS PROVIDED: 1 27. M99 SPECIFICATIONS LOS ANGELES, CA 90036
SURFACE, OR A RAIL IS DESIGNED PER SECTION R308.4.6. (CELL) 714-606-2598 8. A100 GREENFORMS
(TEL) 714-632-3190
MECHANICAL NOTES SYMBOLS PROJECT INFORMATION
ISSUE  DATE REVISION
AREA A
A DETAILED ADDRESS: 1719 SAN FERNANDO BLVD
PLUMBING NOTES: BURBANK, CA 91504 A
HEL‘E'ER 4 PLANNING DESIGNATION: COMMERCIAL A
1. WALL COVERINGS SHALL BE GYPSUM GREEN BOARD, TILE OR g D B EXISTING ZONE: C-3NSFC
APPROVED EQUAL TO 70 INCHES ABOVE THE DRAIN INLET AT I SHEET NORTH SAN FERNANDO COMM. ZONE YA
SHOWERS OR TUB WITH SHOWER, MATERIALS OTHER THAN SHEET @ LOCATOR LEGAL DESCRIPTION:
STRUCTURAL ELEMENTS SHALL BE MOISTURE RESISTANT. UOGATOR c TRACT: 9122 (EX OF ST) /\
2. GLASS ENCLOSURE DOORS AND PANELS MUST BE LABELED WINDOW INTERIOR BLOCK: 2 A
CATEGORY Il; SWING DOOR OUTWARD; NET AREA OF SHOWER IDENTIFIER IDENTIFIER  ELEVATION ELEVATIONS SECTION DETAIL PLAN DETAIL LOT: 1234567
RECEPTOR SHALL BE NOT LESS THAN 1024 SQ. INCHES OF FLOOR APN: 2460-012-040 A
AREA AND ENCOMPASS 30 INCH DIA. METER CIRCLE.
3. ALL PLUMBING WALLS SHALL BE 2x6 STUDS @ 16 INCH O.C. (E) LOT SIZE: 16,607 SF
4. PROVIDE LOW CONSUMPTION WATER CLOSETS (1.6 GALS. PER /\ DIMENSIONS DRAWING ) DRAWN CHECKED
FLUSH) (-] Q\) <>—— ELEVATION ARE TO FACE OF NAME SCALE NUMBER FAR: 11
—TocaTion ¢ SH UNLESS STAFF WR/ RE
WATER HEATER NOTES: LOCATION OTFb-li,élRWI oENOTED PROPOSED:
KEYNOTE ~ REVISION  WALL TYPE FLOGR PLAI GROUND FLOOR: 5,750 SQ. FT.
1. PROVIDE 18 INCH HIGH PLATFORM. IDENTIFIER SYMBOL ~ IDENTIFIER SCALE: 1 = 1" o" SECOND FLOOR: 1,650 SQ. FT. CAD FILE
2. INSTALL 3/4"x24 GAUGE PERFORMACE STEEL PLUMBERS TAPE TOP TOTAL: 7400 SQFT,
AND BOTTOM OF WATER HEATER.
3. PROVIDE 30" SQ. EACH VENT, TOP AND BOTTOM OF WATER CONSTRUGTION TYPE: TYPE V-8
HEATER ENCLOSURE DOOR. ABBREVIATIONS AREA ANALYSIS:
4. PROVIDE VENT THRU ROOF. (12" MIN. ABOVE ROOF LINE.) JOB NO.
GENERAL NOTES: .
& AND E. EAST LAM.  LAMINATE ) SOUTH gfg;":“cy- M
1. ALL DOORS OPEN ON A LANDING 1/2" BELOW THE THRESHOLD. & AANGLE e ECHRica LAV, LAVATORY SCHED. 252‘%%‘{\"—5 : 2 STORIES
2. UNDER CUT BEDROOM DOORS BY 2" MIN. FOR WARM AIR i CENTERLINE EMER.  EMERGENCY ) SIM. o DATE
CIRCULATION. S BIAMETER OR ROUND ENCL.  ENCLOSURE MAX.  MAXIMUM Sk, SPEGimcATION 35-0" MAX. HEIGHT
3. ALL GLASS WITHIN 18" OF FLOOR SURFACE SHALL BE APPROVED # POUND OR NUMBER E%ST E%%%NG ©® mggH ME%TSNICAL S?.STL §$A|NLESS STEEL HEIGHT: 22-0" PROPOSED HEIGHT 1/19/21
FOR IMPACT HAZARD. (€) EXISTING XIS EXIsTING (& MET.  METAL _STL. STAINLESS rone Conr oo
WATER HEATER SHADING DEVICES typ. ACOUS.  ACOUSTICAL EXT. EXTERIOR MIR. MIRROR STL. STEEL ’ ) )
- J. ADJUSTABLE A FIRE ALARM misc. MlsgghlﬁémnguNslNG STOR.  STORAGE SIDE 00" MIN. SCALE
. APPROX. APPROXIMATE A 0. . L o
RMERICAN APPLIANGE INTERIOR, DRAPERY-STANDARD CH. ARCHITECTURAL ED. FLOORDRAN wb. Mou Susp.”" SUSPENDED Roan ooma AS SHOWN
: FE. FIRE EXTINGUISHER MUL MoLLION SYM..  SYMMETRICAL P.U.E & SEWER EASTMENT 100"
MODEL #GFK454T FRAME: METAL D. BOARD FIN. FINISH
CAPACITY: 50.00 GALS. TYPE: DOUBLE GLASS BLDG. BUILDING FL. R N NORTH TRD.  TREAD
LD FLASH HING .C.  NOTIN CONTRACT TEL.  TELEPHONE y TITLE
FLOUR. FLUORESCENT NO. OR # NUMBER THK.  THIGK PARKING SPACES: 3.3 PER 1,0008F
INSULATION typ. BLkG. BLOCKING T FOOT OR FEET i : 24 STANDARD STALLS PROVIDED
CEILING: R-30 BOT. BOTTOM . M. NOMINAL TYP. TYPICAL
AR FURR.  FURRINC NT.S.  NOTTO SCALE LOADING ZONE: 300 SF
‘R CEM. CEMENT : UNF.  UNFINISHED
FLOOR: R-19 CER! CERAMIC 0C.  ONCENTER UNO.  UNLESS NOTED
(U VALUE: 0.87) CLG. CEILING GA. GAUGE OPNG.  OPENING OTHERWISE APPLICABLE CODES: WITH 2020 CITY OF BURBANK
CLR. CLEAR GALV.  GALVANIZED OPP.  OPPOSITE V.LF  VERIFY IN FIELD CODE AMMENDMENTS
CoL. COLUMN .
DESIGN BUILD INSULATION t CONC.  CONCRETE G.C. GENERAL CONTRACTOR PL. PLATE w. WEST 2019 CALIFORNIA PLUMBING CODE
SPLIT SYSTEM TSATER P CONSTR.  CONSTRUCTION GND.  GROUND P.LAM. - PLASTIC LAMINATE w WITH 2019 CALIFORNIA MECHANICAL CODE
CONT.  CONTINUOUS GYP. GYPSUM PLAS.  PLASTER WD.  WOOD
FORCED AIR FURNACES THERMAL MASS R COUNTER PLYWD. PLYWOOD 2019 CALIFORNIA ELECTRICAL CODE
FOR 72,000 CU. FT. SLAB + VA SHEET CTR. CENTER H.M. HOLLOW METAL PR. 2019 GREEN BUILDING STANDARDS CODE SHEET
PROPOSED DESIGN 5.96 TILE. HORIZ.  HORIZONTAL PT. POINT 2019 CALIFORNIA ENERGY CODE
REMOTE CONDENSERS oeL DOUBLE EN i HOWR - R RADIUS 2019 CALIFORNIA FIRE CODE
(CONDITIONED COOLING) oF DRINKING N NTAIN : REF.  REFERENCE
PROPOSED DESIGN 5.73 DET. INSUL.  INSULATION REINF.  REINFORCED GOVERNING AGENCY: CITY OF BURBANK -
SEE TITLE 24 CALCULATIONS DIA DiAVET INT. INTERIOR REQ £ o0 THIRD et .
DIM. DIMENSION T JOINT RESIL.  RESILIENT g
DWG. DRAWING RM. ROOM 818-238-5220




SAN FERNANDO RD.

PARKING STRIPING SEE DETAIL - 18/A-1.1

VAN/ACCESSIBLE PARKING. SEE SHEET A-9.0

CONC. PAD FOR NEW TRASH ENCLOSURE.

ACCESSIBLE PARKING POST MOUNTED SIGNAGE. SEE DETAIL 4/A-9.0
LINE OF NEW CANOPY ABOVE

STAMPED CONCRETE

TRUNCATED DOMES PER 20/A-9.0

TRASH + RECYCLING BINS (50% RECYCLABLE MATERIALS)

TRASH ENCLOSURE SEE ENLARGED PLANS AND DETAILS ON - 4/A-1.1

—13]
106'-4" 7><< 61" 18-0" 24'-0" 180" 1-0"

/ALKWA PARKING STALL

T3]

i -/ N A
S — - >— "l ____________ E

4 x 4 Al
PROPERTY LINE 196.1' 1 L ‘ E =
L _ _ o _ ERTY _ _ _ola _ _

BICYCLE RACK PER 11/A-1.1

BACK FLOW DEVICE. SEE L-3 FOR MORE INFO.

e 38

SID]

LANDSCAPE AREA. SEE LANDSCAPE PLANS

ACCESSIBLE PATH OF TRAVEL FROM PUBLIC RIGHT OF WAY

WHEELSTOP SEE DETAIL 14/A-1.1

ELECTRICAL METER. FOR LOCATION SEE MEP.
GAS METER. FOR LOCATION SEE MEP
WATER SERVICE LOCATION. VERIFY LOCATION SEE PLUMBING PLANS

ASPHALT CONCRETE DRIVEWAY. SEE SOILS REPORT FOR
REQUIREMENTS.

SETBACK CERTIFICATION REQUIREMENT: A CALIFORNIA STATE LICENSED SURVEYOR IS REQUIRED TO
CERTIFY THE LOCATION AND SETBACKS FO ALL NEW CONSTRUCTION PRIOR TO THE FIRST
FOUNDATION INSPECTION. A COPY OF THE CERTIFICATION SHALL BE AVAILABLE TO THE BUILDING
DIVISION INSPECTOR FOR THE JOB FILE PRIOR TO THE FIRST INSPECTION. [BMC 9-1-1-110.3.1.1]

DIVERSION OF C&D DEBRIS: A MINIMUM 65% OF GENERATED DEBRIS
SHALL BE RECYCLED, REUSED, OR DIVERTED FROM THE LANDFILL. A
$56.84 ADMINISTRATIVE FEE AND A REFUNDABLE DEPOSIT WILL BE
COLLECTED AT THE TIME OF PERMIT ISSUANCE. THE DEPOSIT CAN BE
REFUNDED IF RECYCLING RECEIPTS ARE SUBMITTED TO BUILDING
DIVISION WITHIN 60 DAYS OF PERMIT FINAL (BMC 9-1-10-1012)

PROVIDE AN APPROVED RECYCLING AND REUSE PLAN (RRP) FROM
ENVIRONMENTAL PROGRAMS DIVISION SHOWING THAT 65% OF THE
NON-HAZARDOUS CONSTRUCTION AND DEMOLITION DEBRIS WILL BE
SALVAGED, RECYCLED AND/OR REUSED

N
APPLICANCE
. . STORE .
7,400 SF
38
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CONCRETE SLAB

EV CHARGING STATION. SEE MEP FOR MORE INFORMATION

(E) STREET LIGHT TO REMAIN

(E) WATER METER

=] NOT USED
; NOT USED
5 n

-t w NOT USED
i

g NOT USED
['4

o

ELECTRICAL SWITCH GEAR

FIRE CONNECTION

PARKING LIGHT FIXURE. LITHONIA RSX2 3 WAY POLE

CURB SPECIFICATIONS PER SEPARATE PLAN & PERMIT

ROLL-UP DOOR

LOADING ZONE. NO PARKING

MAIN ENTRY

EMERGENCY EXIT

10' EASEMENT

UMAUTHORIZED VEHICLE SIGNAGE SEE DETAIL 19/A-9.0

2% MAX. SLOPE EACH DIRECTION @ ACCESSIBILITY PARKING/ROUTES.
SLOPE TO DRAIN.

WALL PACK LIGHT FIXTURES.LITHONIA TWX2 P-3 NATIONAL ALUMN.

0’
BACK-UP

200"
ALLEY

\ PROPERTY LINE 103.7

ALLEY

SITE PLAN

SCALE 3/32" = 10"

1 | SITE PLAN KEYNOTES

1. APPROVED BUILDING ADDRESS NUMBERS, BUILDING NUMBERS, OR
APPROVED BUILDING IDENTIFICATION SHALL BE PROVIDED AND MAINTAINED
SO AS TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET FRONTING
THE PROPERTY. THE NUMBERS SHALL CONTRAST WITH THEIR
BACKGROUND, BE ARABIC NUMERALS OR ALPHABET LETTERS, AND BE A
MINIMUM OF 4 INCHES HIGH AND WITH A MINIMUM STROKE WIDTH OF .5
INCH. FIRE CODE 505.1

2. ALL FIRE HYDRANTS SHALL MEASURE 6"X4" X 2-1/2", BRASS OR BRONZE,
CONFORMING TO AMERICAN WATER WORKS ASSOCIATION STANDARD C503,
OR APPROVED EQUAL.

3. ALL REQUIRED PUBLIC FIRE HYDRANTS SHALL BE INSTALLED, TESTED
AND ACCEPTED PRIOR TO BEGINNING CONSTRUCTION. FIRE CODE 501.4

4. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE
WITHOUT THE USE OF A KEY OR ANY KNOWLEDGE OR EFFORT.

5. PORTABLE FIRE EXTINGUISHERS SHALL BE INSTALLED IN LOCATIONS
REQUIRED BY FIRE CODE 906.

PARKING REQUIREMENTS:

COMMERCIAL:3.3 PER 1,000
7,400/1000 = 7.4
7.4 X 3.3 = 24.4 REQUIRED
24 PROVIDED

LOADING
300 SF REQUIRED
300 SF PROVIDED

“FH

SLOPE

)

(e

¢wp

PROPERTY LINE

BUILDING VEHICULAR PARKING GARAGE
ENTRANCE AND EXIT

ACCESSIBLE ROUTE FROM PUBLIC RIGHT
OF WAY AND ACCESSIBLE PARKING STALLS
TO BUILDING ENTRANCE. 44" MIN.

FIRE HYDRANT LOCATION, VERIFY LOCATION
WITH CIVIL DRAWINGS

2% SLOPE SITE DRAINAGE DIRECTION

NEW 3'-6" CMU WALL

LIGHT FIXTURES

BUILDING STARTING POINT, VERIFY
LOCATION W/ CIVIL ENGINEER

CHANGE IN ELEVATION

1. THIS ARCHITECTURAL SITE PLAN IS PROVIDED FOR OVERALL SITE
REFERENCE, THE LOCATION OF ITEMS INCLUDED IN THIS SET OF PLANS,
AND IS FOR BUILDING DEPARTMENT USE ONLY.

SEASON. A COPY OF THE WWECP SHALL BE KEPT ON THE PROJECT SITE AT ALL
TIMES BEGINNING 30 DAYS PRIOR TO THE START OF THE RAINY SEASON. FOR
PROJECTS THAT WILL BEGIN CONSTRUCTION DURING THE RAINY SEASON THE
WWECP MUST BE AVAILABLE 30 DAYS BEFORE CONSTRUCTION COMMENCES.
THE WWECP MUST BE SUBMITTED TO THE BUREAU OF ENGINEERING, PUBLIC
WORKS FOR REVIEW AND APPROVAL. THE WWECP IS NOT A REQUIREMENT FOR
THE ISSUANCE OF A BUILDING OR GRADING PERMIT.

2. WHEN PROVIDED, REFER TO CIVIL DRAWINGS FOR LOT LINE
DIMENSIONS.

PROVIDE AN ACCESSIBLE ROUTE FROM THE BUILDING PARKING AREA TO
THE BUILDING ENTRANCE PER CBC 6. MAXIMUM DRIVEWAY SLOPE IS 20%. GRADE DETAILS AND TRANSITION
SLOPES REQUIRED WHERE SLOPE EXCEEDS 12 1/2 %.~ MAXIMUM DRIVEWAY

4. ALL ACCESSIBLE RAMPS AND ROUTES ARE REQUIRED TO HAVE THE CROSS SLOPE IS 10%. MAXIMUM SLOPE WITHIN PARKING AREA IS 5%. 12.21A5(g).

FOLLOWING:
-WALKING SURFACE SHALL NOT EXCEED 5% SLOPE 7. ALL UTILITIES TO BE UNDERGROUND.
-RAMPS SHALL NOT EXCEED 8.33% SLOPE AND SHALL CURBS
AND HANDRAILS 8. SEE SHEET A-1.1 FOR SITE DETAILS

-ALL CROSS SLOPES SHALL NOT EXCEED 2%

-THERE SHALL BE NO ABRUPT CHANGES IN ELEVATION
ACCESSIBLE ROUTE

-REFER TO CIVIL PLANS FOR ADDITIONAL DIMENSIONS

5. A WET WEATHER EROSION CONTROL PLAN (WWECP), UTILIZING
SEDIMENT AND EROSION CONTROL BMPs, FOR PROJECTS THAT WILL
LEAVE DISTURB SOIL DURING THE RAINY SEASON (OCTOBER 1 TO APRIL
15) IS REQUIRED, THE WWECP MUST BE PREPARED, FOR PROJECTS THAT
HAVE ALREADY BROKEN GROUND, NOT LESS THAN 30 DAYS PRIOR TO THE

7 BEGINNING OF EACH RAINY SEASON DURING WHICH SOIL WILL BE
DISTURBED, AND IMPLEMENTED THROUGHOUT THE ENTIRE RAINY
FIRE DEPARTMENT NOTES PARKING LOT CALC LEGEND SITE PLAN NOTES
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S ONC. WASH (PAINTED) #4 HORIZONTAL @ 16" O.C. T
2x6 CONT. SHEAR KEY.
( L " DIAMETER STANDARD 8" THK. SOLID GBOUTED
] STEEL PIPE FILL W/CONC. CMU, fin=1500 psi.
- To DOWEL TO MATCH VERT.
- PAINT HIGHWAY YELLOW BARS, BENT INTO FOOTING £' DIA. ANCHOR BOLT
UNLESS OTHERWISE NOTED W/ STD. HOOK. W/ 24" EMBEDMENT
. . #5 VERT. @ 16" O.C. #6 @ 12" (TYP. 3 PLACES EA. SIDE)
E TACK COAT PAVING (\;/ﬁYTOP & POTIOMEA. o3
: TO CONCRETE, CONT. ; 5= 1 THICK STEEL 17
5 NN ggmﬁg‘rﬂi\smr_. PLATE
THICKEN A.C. PAVING 4 CONG CURB
N .
- N , 6X6 POST
(. : 2" X 4 THICK STEEL
pEEBEEL I R N DB B BB ANGLE WELDED
. ! TO STEEL PLATE,
L] TYP. OF TWO EACH SIDE
. N 8" SPLIT FACE CMU WALL, PAINTED
é s .¥SLOPE FOR POSITIVE DRAINAGE . SEE DTL 13/- FOR MORE INFO.
p : (X
P i ;. '~ CONCRETE BASE &
2 S NG S ® NOTE: DOORS TO BE PROVIDED WITH A
B SELF-CLOSING AND SELF-LATCHING
~z Z SMOOTH FACE CMU MECHANISM
S | NOTE: VERIFY WITH DWP z PAINTED BOLLARD
. By WHFEEEE&E&;E_% “ly NOTE: THE WASTE STORAGE AREA SHALL BE
1-6'8 o GRADE SO THAT STORAGE CONTAINERS
REMAIN AT REST WITHOUT AUXILIARY
HOLLOW STEEL MAN DOOR - RESTRAINING DEVICES.
PIPE BOLLARD DETAIL | 17 TRASH ENCLOSURE WALL SECTION | 13 TRASH ENCLOSURE CORNER GUARD | g COMPLY WITH CBC 118-404
SCALE: N.T.S. SCALE: 1" = 10" SCALE: 3" = 10" MIN. 50% OF THE WASTE STORAGE TO
BE DESIGNATED FOR RECYCLABLE
OVERHANG LINE MATERIALS
l WHERE OCCURS, LOCATE WHEEL BUMPER +3-4" FROM A.C. PAVING OVER CONCRETE SIDEWALK W/
SEE SITE PLAN END OF STALL STRIPING, SEE SITE COMPACTED AGGREGATE BASE 1" RADIUS TOOLED JOINTS
‘ ‘ ‘ ‘ PLANS and DETAILS FOR EXACT SEE SITE PLAN & SOILS REPORT & EDGES WHERE OCCURS
[=—] =] [=——] LOCATIONS. FOR REQ. THICKNESS. SEE SITE PLAN
| | | | FACE OF - SEE CIVIL DWGS. 11/2"WV 412" FIN. GRADE:
s ‘ ‘ ‘ ‘ Y SECTION: TORoRAG RIS CONC. CURB Retz | W /‘
Sl oo | | ee | RS (23 ResARS \\
2 4
N TYP. TYP. PAINTED STRIPE 4
R=1 112"
| | | |
| | | . .
= = = = PLAN: ‘ o o ‘ e il i
—_— H 13-3"
NS SEE PLAN
4" WIDE PAINT . - 8" SPLIT FACE CMU WALL, PAINTED
; 10 CONT. #4 REBAR THRU.
STRIPING, TYP. #5 REBARS 18" LONG e NOTES KEXPANSK)N JOINTS / SEE DTL 7/- FOR MORE INFO.
SEE SPECS. SEE PARKING ACCESSIBLE / PROVIDE EXPANSION JOINTS @25-0" O.C. MAX. 1. 6 CLASS 2" AB
DETAIL ON SHEET A-9.3 1. AND AT ALL CURVES, TANGENTS, AND CORNERS. 8- [l K
NOTE: BASE OF CURB TO REST ON COMPACTED PROVIDE 2" P.V.C. N
1. ALL PAINTED STRIPING TO BE WHITE HIGHWAY PAINT AGGREGATE BASE. DRAIN PIPE @10-0" ol N o
(2 COATS), TYPICAL - SEE SPECS. = 2. SACK FINISH ALL EXPOSED SURFACES 0.C. WHERE PLANTERS . 11/4" x 2" x 10 GA. STEEL FRAME
' T =)\ 3. GUTTER CROSS SLOPE TO BE 1"/FT. WHEN DRAINING OCCUR ADJ. TO BLDG. 2 Tl N Tl
2. REFER TO CIVIL DRAWINGS FOR DIMENSIONS AND HORIZONTAL 4. TOWARD CURB ALT CURB PROFILES
CONTROL INFORMATION ELEVATION: Il eroxyronc / I 5. VERIFY & COORDINATE WITH CIVIL DWGS. WHERE OSCUR. TYP, ]l A
PAVING U . 18 GA. VERTICAL METAL SIDING,
TYPICAL SINGLE STRIPING DETAIL CONCRETE BUMPER DETAIL CURB GUTTER PAINTED FINISH
SCALE: N.TS. 1 8 SCALE: 1" = 1-0" 1 4 SCALE: 1 1/2" = 10" ‘ 1 O 1/2 DIA. GALVANIZED DROP \
PIN & SLEEVE 3/4" STEEL BAR HANDLE WELDED
EQ. EQ. TO STEEL GATE FRAME
: WHEN SHOWN ON ROOF . 2 - 2X6 STUDS SANDWICHED BTWN.
N hoor hATCH 10 PLAN SAFETY RALLING 6 2-6" METAL STUDS, FULL HEIGHT
: SYSTEM BY NESEA .
RED OR SAFETY YELLOW. CORP. MODEL 1/2'@ LAG SCREW PROVIDE
AP #RHSQ-SS OR
2-6" X 30" METAL ROOF APPROVED EQUAL ) FIN. FACE OF WALL 3n
HATCH WITH LOCK, SEE DET. 15- FOR 1/2" PLYWD. 7
SEPARATE PADLOCK MORE INFORMATION. BENT PLATE, 3/8"2 1/2" 656 r
CLASP, INSULATING CURB ! , 3/8"X i i FIN. GRADE
& COVER SEE SPECS. INSTALL CRICKET @48"0.C. MAX. & 75
WHERE REQUIRED; 20C 1/2"x2 1/2" STL. RAIL \ SEE PLAN
SEE ROOF PLAN
3/4" @ STL. RUNG WELDED 1 SURFACE MOUNT
PLAN 4 FLANGE-
TORAILS - A e GALV. PAINT TO X8 CAP
BUILT-UP ROOFING (SEE % 1= (& — MATCH RACK 6X6 POST Sed—
SPECIFICATIONS) \ = fan mm— el ‘DJ T T 1T T 1 o
uix] = S
! 98 CMC 304.3.1.2 ~ 8" SPLIT FACE CMU WALL, PANTED __ T || | I I I | l‘l_ | gt\gg gg'[g';g TO MATCH
O 1. SIDE RAILINGS SHALL EXTEND NOT LESS THAN 30 IN. ABOVE ANCHORING SEE DTL 11/- FOR MORE INFO. ST T 1 -
HATCH OPENING i 2. LANDINGS SHALL NOT EXGEED 18 FT. APART MEASURED FROM REoon L T T [ 1 2
E@{VAGMSING. SEE STRUCT. /jw ‘ ‘ ‘ ‘ " THE FINISHED GRADE : RECOMMENDATIONS T T T T 1 PT-2
’ — LA 3. WIDTH SHALL BE NOT LESS THAN 14 IN. ON CENTER SEE SPECIFICATIONS @) . l T l T l T L T l T
LADDER-UP SAFETYJZ A NG 4. RUNGS SPACING SHALL NOT EXCEED 12 IN. ON CENTER AND ‘CAPTION BIKE RACK i n ASTM A36 & A53 2 T T T T
POLE, SEE SPECS. ‘ ‘ ‘ ‘ EACH RUNG SHALL BE CAPABLE OF SUPPORTING A 300 LBS @PARKA BIKE 5 STEEL PIPE
LOAD.
| 5. TOE SPACE SHALL BE NOT LESS THAN 6 IN.
LA T
CONT. VERT.& HORIZ. L
BLK'G. AT EACH BOLT ] ROOF ACCESS LADDER PLAN | 15 BICYCLE RACK DETAIL | 11
a SCALE: N.T.S. SCALE: 1/2" = 10"
6" X 20" GA. MTL. STUDS @ L~ 1/2" PLYWOOD OVER ‘ ‘ "
16"0.C. ——————————- | GYP.BD. 2" RADIUS ON ALL . #4 REBAR CONTINUOUS
R\ OUTSIDE CORNERS 3 6 THRU. EXPANSION JOINTS
SIMPSON APB 66 POST -5
V v ‘ ‘ onT TACK COAT CONC: PLANTER . REFER TO BASETYP. ANCHOR 10 SEE PLAN
FIXTURE SURFACES IN CONTACT LANDSCAPE DWGS. BLOCK W/ 12" THREADED
WITH A.C. PAVING ) ROD W/ TURNED END,
NOTE: M
1. LADDER SHALL MEET HE 4" LIGHT POLE. 15' MAX. . T T 1T T 1 8" SPLIT FACE CMU
0.5 H.A. REQUIREMENTS N HEIGHT PER A.C. PAVING - [ T T 1 I/+/ WALL, PAINTED TO
Ry = . MANUFACTURER. o | SEEsPEcs - - T T=— ] MATCH BLDG.
K| T g EMBED
2. ALL STEEL TO BE SHOP T STEEL PLATE. GAUGE 11 HEIGHT FT. DEPTH 9 . I I | PAINT COLOR
PRIMED AND FIELD PER MNF A N 2 [ T T T T
. . B
PAINTED 4-3/4" A.B.X30" A307-60 150" 50" iR M ° I I I I
|—3/4" @ STEEL PIPE F' C=2500 Ps»—\ = ¢ T 11 1
RUNG, WELDED TO & 3#3TES@30C. | |GHT POLE MANUFACTURER: COMPACTED
3/8" x 2 1/2" BENT PLATE W/ 4 RalLs. GRIND 1l . i VISIONAIRE LIGHTING 2] A w Z SUB-GRADE l I l I l I | I | r+ -
1/2" x 4' LAG SCREW @ SMOOTH TN o 1N 3 TIES @12" O.C. 5 \%i% o) \ <"IT PER SOILS REPORT
40" 0.C. MAX. . & / - 3 ‘el .
ANCHOR RAILS TO léi e B INISH G%DE 15", 6 15" SNy
CONC. SLAB Aot 2l = r NoTSs: - o —o'ClAsSZ'AB.
e _© - T=—IT= ==
FIN. FLOOR 5 a a > @ 1. FINISH ALL VERTICAL CONC. SURFACES SMOOTH. ALL FLAT WORK / WALKING
L | = = St SURFACES SHALL HAVE A NON-SLIP BROOM FINISH PER SPECS.
= = o % EACH WAY -
hd - s v - , 2. INSTALL ' FIBER EXPANSION JOINTS IN ALL CURBS AT 250" O.C. MAX, AT
C- SECTION B- ELEVATION ALL CURVES, TANGGENTS AND CORNERS.
24'9 SEC A-A 3. REBAR SHALL BE CONT. THRU ALL EXPANSION JOINTS IN CURBS
SCALE: 1/2" = 1-0" ‘ 20 SCALE: N.T.S. ‘ 1 6 SCALE: 1 1/2" = 1-0" 1 2 SCALE: 1/4" = 10" 4
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59'-5"

4 OCC.

=

CC.

OFFICE

122"

0
G

4, 220CC!
3 “vEZZ 10 OCC,
200 _ MEETING ROOM

é

1650 SF

560 SF

&

312"

a4
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©

67'-0"

6-0"
FACADE

CADE

1
= =

5-0" 33-1"
FACADE ”

+

CANOPY

1057+

96 OCCUPANTS
SALES AREA

5,750 SF

<250 TRAVEL DISTANCE

[ canopy

13-10"

20-8"

416"
<75' TRAVEL DISTANCE

I TTITITINTIN A

544"

5-0"MIN.
LANDING]

/SR SR SR

———#
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7
2
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1
11
i |
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A-5.0

SCALE: 1/8" = 1-0"

SECOND FLOOR ¢y ‘ 2

FLOOR PLAN

SCALE: 1/8" = 1-0" @ ‘ 1 ‘

1. VERIFY-IN-FIELD ACCURACY OF GRIDLINES. REPORT TO ARCHITECT ANY
DISCREPANCIES BETWEEN DRAWINGS AND FIELD CONDITION.

2. SEE SHEET A-9.0, A-9.1 & A-9.2 FOR APPLICABLE GENERAL NOTES.

3. SEE SHEET A-0.0 FOR SYMBOLS & ABBREVIATIONS.

4. WHEN PROVIDED, SEE CIVIL PLANS FOR THE BUILDING LOCATION ON
SITE AND PRECISE GRADING PLANS .

5. FOR PARKING TABULATION REFER TO COVER/PROJECT INFORMATION
SHEET A-0.0

6. ALL DIMENSIONS ARE TO FACE OF MASONRY,CONCRETE, STUD, OR
CENTERLINE OF COLUMN.

7. PROVIDE FIRE BLOCKING IN CONCEALED SPACES OF STUD WALLS,
INCLUDING FURRED SPACES, AT 10' INTERVALS BOTH VERTICALLY AND
HORIZONTALLY.

8. SEE STRUCTURAL DRAWINGS FOR BUILDING SECTION

A SIZE AND LOCATION OF FRAMING AND PLYWOOD SHEATHING

B. SPECIAL NAILING AND BLOCKING REQUIREMENTS

9. PROVIDE ALL NECESSARY CEILING OR WALL ACCESS PANELS AS

REQUIRED FOR AIR CONDITIONING, PLUMBING, FIRE SPRINKLER AND
ELECTRICAL SYSTEMS. IN FIRE RATED ASSEMBLIES PROVIDE RATED
ACCESS PANELS WITH SELF CLOSING DEVICES.

10. FOR DOOR & WINDOW SHEDULE - SEE SHEET A-7.0

1.

PROVIDE EXIT SIGNS CONNECTED TO A SOURCE OF EMERGENCY
BACKUP POWER.

INTERIOR FINISHES SHALL COMPLY WITH SECTION 803.1 FLAME SPREAD
PROVISION.

GREEN NOTES:
NEW PLUMBING FIXTURES AND FITTINGS SHALL NOT EXCEED THE
MAXIMUM ALLOWABLE FLOW RATES SPECIFIED IN SEC. 5.303.2

7077720707

©
O

NEW MASONRY WALL

NEW INTERIOR WALL W/ GYP. BOARD

NEW DOOR TAG - SEE DOOR SCHEDULE AT SHEET A-7.0

NEW WINDOW/STOREFRONT - SEE SHEET A-7.0

STAINED CONCRETE - TBD BY TENANT

NON-POROUS CERAMIC/PORCELAIN TILE - W/ MIN 3/8" RADIUS COVE BASE AT
MIN. 6" HIGH

COMMERCIAL GRADE CARPET - COLOR/MANUFACTURER TBD BY TENANT

WALL PAINT TO BE SEMI-GLOSS, COLOR TBD BY TENANT

SRONSRS)

NOTE: ALL FINISHES TO BE CONFIRMED BY TENANT EXCEPT AT RESTROOMS,
FINISHES AT RESTROOMS MUST MEET HEALTH CODE AND BE NON-POROUS
WITH WASHABLE SURFACE MATERIAL/FINISH AT WALLS.

PEDESTRIAN ENTRY DOOR. PROVIDE 3" MAX. THRESHOLD
DELIVERY DOOR

STAIRS TO MEZZ WITH 42" GUARDRAIL

STRUCTURAL COLUMNS

LINE OF MEZZANINE FLOOR ABOVE

ACCESSIBLE DRINKING FOUNTAIN

ACCESSIBLE RESTROOM. SEE 1/ A-6.0

STORAGE

TACTILE EXIT SIGN AT EXIT DOORS PER SECTION 11B-216.4.1 OF CBC THE
SIGN SHALL STATE "EXIT". SEE SHEET A-9.1 FOR DETAIL.

TACTILE EXIT SIGN AT EXIT ACCESS DOORS PER SECTION 11B-216.4.1 OF
CBC. THE SIGN SHALL STATE "EXIT ROUTE". SEE SHEET A-9.1 FOR DETAIL.

SIGN ON THE EGRESS SIDE OF EXIT DOORS STATING: "THIS DOOR TO REMAIN
UNLOCKED WHEN BUILDING IS OCCUPIED".

ROOF ACCESS LADDER

PLAN NOTES

FLOOR PLAN LEGEND

FINISH LEGEND

KEYNOTES
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+22-0"

_~ TO.ALUCOBOND

[ - 120-0"AFF
T.0. ROOF

S
\‘/\G',‘/TUN
| Sy, seenare
446z DoOR HEADER ¢
&
ey
ICENTRAL AXIS OF VISION o
|
,,,,,,, L S Y
FINSHFLOOR ||
—-
FINISH GRADE 4

NORTH EXTERIOR ELEVATION

SCALE: 3/16" = 10"

(

(A

PARKING AREA

OPEN

5-0" CENTR]

.

+22-0" ¢
_ -~ T.0.ALUCOBOND

+20"-0" AFF é
T.0. ROOF

+12'.0" AFF a
WINDOW HEADER

+6-8" AFF @
DOOR HEADER

oo
FINISH FLOOR ®
~__6
FINISH GRADE $

EAST EXTERIOR ELEVATION

SCALE: 3/16" = 10"

2

PAINT

PAINT

GZY

BLUE (MEDITERRANEAN BREEZF) - 799 BENJAMIN MOORE

GRAY (ICED CUBE SILVER) - 2121-50 BENJAMIN MOORE /@\

ALUCOBOND MOONSTONE METALLIC

FINISH

PAINT

PAINT

COLOR SPECIFATION

ARCADIA OFFSET GLAZED SYSTEM

ALUCOBOND MOONSTCONE METALLIC

BLUE (MEDITERRANEAN BREEZE) - 799 BENJAMIN MOORE

GRAY (ICED CUBE SILVER) - 2121-50 BENJAMIN MOORE

(1]

J-BOX FOR FUTURE SIGN

METAL CANOPY

LIGHT FIXTURE

PROVIDE 7/8" THCK STUCCO

METAL SCREEDS TYP.

RTU

METAL COPING

CONC. WALKWAY W/ 2% CROSS SLOPE

(5]
(6]
[7]
(8]
9]
[10]

(N) WINDOW - REFER TO WINDOW SCHEDULE ON SHEET A-7.0
(N) DOOR - REFER TO DOOR SCHEDULE ON SHEET A-7.0

SIGNAGE PACKAGE UNDER
SEPARATE PERMIT

MATERIALS

SPECIFICATIONS

ELEVATION KEYNOTES
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WINDOW HEADER $
+18'-5"

'—Q

INISH GRADE

22-0" $

" T.0. ALUCOBOND

+20'-0" AFF e
T.0. ROOF
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6
——WOOD STUD MAT'L DETAILS
DOOR HEAD FLASHING ISOMETRIC L ‘ WALL, AS SPACE # | DOOR # LOCATION PR. | WIDTH |HEIGHT | THK| TYPE FIRE HARD- | oo\ cies
‘ OCCURS FRAME DR. RATING HEAD JAMB THRESHOLD| WARE
- |
— = ——=—1— 1 LrovibESOLD 1 REAR EXIT - 30 70 - 8 MTL HM - 2/A8.0 2/A8.0 8/A8.0 HW-4 [ 123,568
| ‘ ‘ BLOCKING o 8 FIRE RISER DOOR - 26" 70" - B MTL HM - 2/A8.0 2/A8.0 8IA8.0 HW-4 1,2,3,56,8
N ! + CVB'_@;{EE:%DER 2 REAR EXIT - 3-0" 70" - B MTL HM - 2IA8.0 2/A8.0 8IA8.0 Hw-4 12,3568
S ‘ ‘ ‘ SHEATHING 120 3 DELIVERY DOOR - 120" 80" - E ML ALU - 280 2/A8.0 8/A8.0 HW4 |4
@ DOOR HEADER ‘ OCCURS 4 STORAGE - 30" 70" - B MTL HM - 2/A8.0 2/A8.0 8/A8.0 HW4 |4
‘ ‘ * 5 RESTROOM - 3-0" 70 - D ML HM - 2/A8.0 2/A8.0 8/A8.0 HW4 | 1,237
b s WATERPROOFING 5 RESTROOM 30" 70" D MTL HM 2/A8.0 2/A8.0 8/AB.0 HW-4 | 1,2,3,7
D EE DETAIL ‘ ‘ ‘ R X X B B y y s
%//// 13/A-7.0 OR F + 110 7 LOUNGE - 3.0 70" - B MTL HM - 2/A8.0 2/A8.0 8/A8.0 HW4 |4
/ | DOOR HEAD ‘ ‘ —1/8" HARDENED 9 MEETING ROOM - 30 70" - B MTL HM - 2/A8.0 2/A8.0 8/A8.0 HW4 |4
/ | FLASHING MASONITE, 210
| WHERE NO 18 |sTORAGE - 26" 7.0 - c ML HM - 2A8.0 2/A8.0 8/A8.0 Hw4 |4
¢ //é \ / ‘ ‘ SHEATHING 200 10 STORAGE - 26" 70 - c ML HM - 2/A8.0 2/A8.0 8/A8.0 Hw4 |4
| OCCURS 220 1 - 30" 720" - MTL - 2IA8.0 2/A8.0 B8/AB.0 HW-4 4
24 GA. GSM— W | | o u ull -
12 |oFFIcE R 60" 7.0 - B MTL HM - 280 280 8/A8.0 Hw4 |4
—FASTENERS @ 230
CLOSED ENDS ‘ ‘ ‘ 12"0.C. 13 STORAGE - 2-6" 70" - c MTL HM - 2/A8.0 2/A8.0 8/A8.0 HW-4 4
1 HEMED EDGE DOOR QPENING o 14 OFFICE - 30 720" - B MTL HM - 2/A8.0 2/A8.0 8/AB.0 Hw4 |4
15 |STORAGE - 26" 70 - c ML HM - 2/A8.0 2/A80 8/A8.0 Hw4 |4
50 16 |OFFICE - 30" 7.0 - B ML HM - 2/A8.0 2/A8.0 8/A8.0 HW-4 |4
| +— SELF-ADHERED 17 STORAGE - 2.6" 7.0 - c MTL HM - 2/A8.0 2/A8.0 8/A8.0 Hw4 |4
COMPOSITE
/ \ FLEXIBLE
EXT. DOOR HEAD FLASHING DETAIL FLASHING
SOALE. 3" 10 o SCHEDULE ABBREVIATIONS: NOTES:
IN. SOLID BLOCKING HCWD - HOLLOW CORE WOOD DOOR. PAINT GRADE
AND SCWD - SOLID CORE WOOD DOOR. PAINT GRADE. PT-1 1. PROVIDE 18" KICK PLATE EA. SIDE 5. PROVIDE DEAD BOLTS WITH HARDENED INSERTS; DEADLOCKING LATCH WITH
PAN FLASHING TO MASONITE NOT HMD - HOLLOW METAL DOOR. PAINT TO MATCH 2. PROVIDE LCN CLOSER. KEY-OPERATED LOCKS ON EXTERIOR. LOCKS MUST BE OPENABLE FROM INSIDE
COUNTERFLASH THE TOP REQUIRED s EXTERIOR WALL. W/ 2 COATS GLOSS ENAWEL. (OIL) 3 DOOR FRAMES TO BE TIMELY \ WITHOUT KEV,OSPECCI)A(I; KNOWLED(;}OE OSRSSPECIA(L)EFFC():RT s o
L LS - GLASS COMMERCIAL SERIES. F.F. COLOR T.B.D. MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR
:\?S%_%FVE:EELRF’,“R%SI; FLASHING MEMBRANE - PAN FLASHING, g\t‘;ﬁrime RUD - ROLLUPDOOR 4. PROVIDE DOOR STOPS. BOTH INTERIOR AND EXTERIOR DOOR
INSTALL PER SEE DETAIL AU - ALUMINUM ) 7. DOORS TO HANDICAPPED TOILET STALLS SHALL HAVE A MINIMUM OF 34 INCHES
) MEMBRANE MANUFACTURER'S 12A/A7.0 OCCURS T - TEMPERED NOTE: CLEAR WIDTH
172 RECOMMENDATIONS DOOR HARDWARE TO BE DETERMINED AND 8. EXTERIOR DOORS SHALL BE RODENT PROOFED DOORS EQUIPPED WITH AIR
rg OVER FIELD MEMBRANE FURNISHED BY OWNER/CONRACTOR CURTAIN
o VERIFY W/ DOOR
THRESHOLD
VARIES
" OMIT BOTTOM FLANGE AT
6’
NON TOPPING SLAB DOOR TYPE LEGEND:
CONDITIONS, 1'-6" MIN.
ALIGN PAN W/ BASE FLASHING 24
GA. G.I. PAN FLASHING, FULLY
SOLDER JOINTS, SET INTO SEALANT
OVER W.P. BASECOAT SLOPE TO
FIELD MEMBRANE - INSTALL DRAIN (1/8" MIN) SEE X/ADXX
PER MANUFACTURER'S V= 6" MIN. @ PATIOS
RECOMMENDATION
EXTEND WATERPROOFING
"' METAL - NAIL 3" O.C. STAGGERED /UP SIDES AND INTO PAN
11 %" W/ GALVANIZED NAILS. ANGLE \k\g‘) - -
BETWEEN LEGS SHALL BE 91 W STAGGER FASTENERS 6" 0. R . .
DEGREES. L " e 3 3 3
o A - PAN FLASHING ISOMETRIC AT CONC. & 4" 0.C. AT h h b
- PLYWOOD :3’ ‘g ::r)
> -
SCALE 3"=1-0" ‘ 1 8 SCALE: 3" = 1-0" 1 4 2
N NON=CORROSIVE WINDOW SCHEDULE
= STRUCTURAL
LATH SYSTEM
WINDOW WIDTH | HEIGHT TYPE MATL GLASS HEAD JAMB SILL OTHER REMARKS
[ 5|
A } } 100 270" 120" 1 ALUM. | 1"TEMPERED 1IA7.0 5IAT.0 - - SEE NOTE 1- EXTERIOR WINDOW
L N 101 670" 120" 1 ALUM. 1" TEMPERED 1AT.0 5/A7.0 - - SEE NOTE 1- EXTERIOR WINDOW
} \ 102 50" 500 1 ALUM. VATO 5IAT.0 - - SEE NOTE 1- EXTERIOR WINDOW
B 103 . 50 1 ALUM ATO 5IAT.0 - - SEE NOTE 1- EXTERIOR WINDOW
104 50" 50" 1 ALUM. 1/A7.0 5IA7.0 - - SEE NOTE 1- EXTERIOR WINDOW
105 500 1 ALUM VATO 5IAT0 - - SEE NOTE 1- EXTERIOR WINDOW
INSTALL NON—CORROSIVE 0" 0" - - SEE NOTE 1
106 50 70 1 . 5/A7.0
EXPANDED METAL LATH as - LM VATO - - R
"BUTTERFLY' REINFORCED AT 107 50 70 ! ALUM 1IAT.0 SIAT.0
ALL CORNERS OF OPENINGS, 108 50" 70" 1 ALUM. 1IAT.0 5IAT.0 - - SEENOTE 1
E;?SET%/\E;LWOVEN METAL 109 5.0" 1 ALUM. 1AT.0 5IA7.0 - - SEENOTE 1
) 110 50" 70" 1 ALUM. 1IA7.0 5/A7.0 - - SEE NOTE 1
BUILDING PAPER 107 5-0" 70" 1 ALUM. 1IA7.0 5IA7.0 SEE NOTE 1
108 50" 7o 1 ALUM. 1IA7.0 5/A7.0 - - SEE NOTE 1
™~ 109 50" 7 1 ALUM 1IA7.0 5/A7.0 - - SEE NOTE 1
110 50" 70 1 ALUM. 1IA7.0 5/A7.0 - - SEE NOTE 1

WALL FRAME

CORNER OPENING REINFORCEMENT 15

SCALE: 3/4" = 1-0"

HARDWARE SCHEDULE:

DOOR AT WH CLOSET:
PROVIDE PRIVACY LEVER WITH PROPERTY MANAGEMENT KEY ONLY

HINGES:
USE (3) HINGES ON 6'-8" AND 7'-0" DOOR
USE (4) HINGES ON 8-0" DOORS

HINGES:
USE (3) HINGES ON 6'-8" AND 7'-0" DOOR

E. HARDWARE GROUP: WATER HEATERS CLOSETS
1. HINGE: 1-1/2 PAIRR
2. LOCKSET: KEYED LEVER TO PROPERTY MANAGEMENT
3. CHAIN STOP

1. PATIO DOOR: F. HARDWARE GROUP: STORAGE
PROVIDE HALF DEADBOLT 1. HINGE: 1-1/2 PAR
2. LATCH SET: PASSAGE LEVER
ALL MAINTENANCE, TELCO, MOPE, AMD TRASH DOORS TO BE KEYED ALIKE. 3. CHAIN STOP
A. HARDWARE: G. HARDWARE GROUP: BATH
1. DOORS: COPPER CREEK HARDWARE PER SCHEDULE WITH SATIN NICKEL FINISH AT DOORS. 1. HINGE: 1-1/2 PAR
2. PROVIDE (3) HINGES FOR INTERIOR DOORS. THREE (3) HINGES FOR EXTERIOR DOORS UP TO 2. LATCH SET: PRIVACY LEVER (PUSH BUTTON AT ACCESSIBLE UNITS
SEVEN (7) FEET AND FOUR (4) HINGES FOR DOORS 96" TO 120" HIGH PAINT GRADE. 3. DOOR STOP: 3" SPRING STOP
B. PROVIDE DOORSTOP WHERE WALL IS LESS THAN 120 DEGREES WITH ADJACENT WALL AND H. HARDWARE GROUPS: BEDROOMS
WHERE SPECIFIED PER PLAN OR BELOW. 1. HINGE: 1-1/2 PAR
2. LATCH SET: PRIVACY LEVER (PUSH BUTTON AT ACCESSIBLE UNITS|
C. HARDWARE GROUP: ENTRY D.  HARDWARE GROUP: PATIO 3. DOOR STOP: 3" SPRING STOP
1. HINGE: 1-1/2 PAIR 1. HINGE: 1-1/2 PAIR
2. LOCKSET: INTERCONNECT 2. LOCKSET: PRIVACY DEADBOLT L. HARDWARE GROUPS: BEDROOMS
3. LATCH SET: INTERCONNECT 3. LATCH SET: PASSAGE LEVER 1. HINGE: 1-1/2 PAR
4. THRESHOLD: PEMKO OR EQUAL 4. THRESHOLD: PEMKO OR EQUAL 2. LATCH SET: PASSAGE LEVER
5. DOOR BOTTOM: PEMKO OR EQUAL 5. DOOR BOTTOM: 3. DOOR STOP: 3" SPRING/HINGE STOP
6. DOOR STOP: 3" SPRING STOP 6. PEMKO OR EQUAL
7. CLOSER: BOMMER SPRING HINGE 7. WEATHER-STRIP: PEMKO OR EQUAL
8. WEATHER-STRIP: PEMKO OR EQUAL
9. WIEWER: 180 DEGREE VIEWER 18" FROM TOP OF DOOR

NOTES:
1- GLAZING TO HAVE A U-VALUE OF 0.36 AND A SHADING COEFFICIENT

OF 0.25. SEE TITLE-24 CALCULATIONS

ALL WINDOWS ARE FIXED. UNLESS OTHERWISE NOTED.
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